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40 ENVIRON M E N T A L L I G H T I N G  F O R  A R C H I T E C T U R E

BA S E S ,  P O L E S ,  S H A F T S

Environmental Lighting for Architecture, Inc.
17891 Arenth Avenue, City of Industry, CA 91748-1197
626.965.0821 • 800.423.6561 • fax 626.965.9494
www.ela-lighting.com

4"ÿ SHAFT

12"ÿ BOLT CIRCLE

EQUALLY SPACED

ACCESS DOOR

33 3/8"

16"ÿ

P3053
4 HOLES 3"ÿ SHAFT 4"ÿ SHAFT 3"ÿ FLUTED

SHAFT

4"ÿ FLUTED

SHAFT

P-3053 BASE

access door

4 holes  
equally spaced

33 3/8”

11” Dia. bolt circle

4" Dia. shaft

16” DIA.

3”- 4” DIA. 
Shaft

3”- 4” DIA.  
fluted 
Shaft

Alternate Pole Shafts

GALVANIZED STEEL

ANCHOR BOLT
FOUNDATION

(BY OTHERS)

CONDUIT

(BY OTHERS)

2"-4"

BASE PLATE
BASE

GROUND LINE

Base PLATE

Galvanized steel 
anchor bolt

Conduit
(by others)

ground line

Foundation 
(by others)

2”-4”

Base

Mounting Bolt Conditions with a Pole Base Plate
(Basic Example)

Maximum Pole Heights and Shaft types differ per project.
Pole shafts are normally determined by material loading  
specifications, location of project, and EPA requirements.  

Please contact factory.

Note: Specficiations are subject to change without notice. Always consult factory.


